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SAMPLE DETAILS FURNISHED BY THE PARTY HVI- (HVI Mode Test Results)
COLOUR

Lab Station |Variety|Lot No.|Press Running| SB [UHML| ML ul Tenacityat | ELG|MIC | Rd | +b | CG | SFI
Ref No. No. No. (mm) 3.2mm (g.tex)| %
11/10832 - - - Comber Noil K - 19.4 | 14.9 | 76.9 14.1 6.3 | 3.7 [75.3| 94 | 31-3| 18.9

S ———— - e ’ :
11/10833 - - - Comber Noil W - 20.2 | 151 | 74.6 17.5 6.4 | 29 (784108 12-1]| 21.2

—

SAMPLE DETAILS FURNISHED BY THE PARTY-Sample Tested on Trash Seperator

Lab Station |Variety| Lot No.| Press Running | S.B. | Lint % [ Trash | Cage

Ref No. No. NO. % | Loss %
11/10832 = = - Comber Noil K - 99.2 | 0.48 | 0.3
11/10833 . - - Comber Noil W = 98.9 | 0.52 | 0.6

(@5%
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Tested :- RH 65+ 2 % and Temp 27 £+ 2° ¢
NOTES:- 1 Samples are not drawn by the Laboratory
2 The test results relate only to the item tested.
3 This report shall not be used for litigation or publicity.
4 This report shall not be reproduced in part/ full without the written permission of the Laboratory.
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